
•	 3 Megapixel (1920 x 1080) Resolution 
•	 2.2mm Fixed Lens with 180° View
•	 H.264 Compression 
•	 Digital WDR
•	 16’ IR Range with Self-Adaptive IR 
•	 Starlight Illumination
•	 Motion Detection that sends video clips to your phone
•	 Video Intercom with noise suppression and echo 

cancellation. Supports audio/video communication with the 
mobile app

•	 One-touch calling
•	 IP65 Resistant 
•	 8 - 24VAC
•	 Micro SD Slot for Local Storage: Up to 128GB
•	 Free iOS & Android Apps for Smart Phones & Tablets

INVID-HNDB313-W16G: 3 Megapixel Doorbell Camera, 2.2mm, with 16GB Card

Model INVID-HNDB313-W/16G
Image Sensor 1/2.8” 3MP starlight sensor
Night Vision up to 16ft.
Lens 2.2mm @ F2.4
Field of View Horizontal 105°, Vertical 180°
Wide Dynamic 
Range Digital WDR

Video Compression H.264
Audio Streaming Two-Way, Full Duplex
Audio Input Built-in Omnidirectional Microphone
Audio Output Built-in Loud Speaker
Audio Quality Noise suppression and echo cancellation
Processor High-Performance Embedded SOC Processor
Operation System Embedded RTOS
Max Resolution 2048 x 1536, QXGA
Frame Rate 30FPS
Network Configu-
ration AP Pairing

Network Interface 1 Wireless interface, supporting 2.4GHz & 5GHz
Sensor PIR Human Detection Sensor
Alarm Customized Alert Area
Storage Local Micro SD(up to 128Gb) or Cloud Storage
Ingress Protection 
Level IP 65

Working Temp. -30 ~ 60 Celsius
Power Supply 8 VAC to 24 VAC
Power Consumption Max. 5W
Weight 125g.
Dimensions 130mm x 46.3mm x 5mm

INVID-HNDB313-W/16G 
3 Megapixel IP Doorbell Camera, D-WDR, 
16’ IR Range, Video Intercom, SD Card Slot

Features
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