
• In-Wall 2-Way
• Woofer: 4” Green Ribbed Injected Polypropylene
• 1” Aluminum Dome Tweeter
• Butyl Rubber Surround
• Sonic Vortex® Ported Transmission Line
• Magnetic Bezelless Grille; White – Paintable
• Nominal Impedance: 6Ω
• Installed Frequency Response: 89Hz to 24KHz
• Sensitivity: 92db
• Gold Spring Push Terminal Connector
• Depth: 3.9” 100mm
• Speaker Weight: 8.55lbs (3.87kg)
• Dimensions: 15.03” x 9.37” x 3.8” 382 x 238 x 97 

mm
• Cutout: 13.98” x 8.33” 355 x 211.5mm
• Grille Size: 9.35” x 15.02” 237.5 x 381.5mm
• Frequency/Crossover Setting: Full range only
• Power Handling: 5-120W

Dual 4” LCR 
Speakers

Dual 4” LCR 2-Way In-Wall Speaker
Part # IWLCR4-MB

Dual 4” LCR 2-Way In-Wall Speaker
Part # IWLCR4-BB

• In-Wall 2-Way
• Woofer: 4” Carbon Fiber
• 1” Titanium Tweeter
• Butyl Rubber Surround
• Sonic Vortex® Ported Transmission Line
• Magnetic Bezelless Grille; White – Paintable
• Nominal Impedance: 6Ω
• Installed Frequency Response: 86Hz to 25KHz
• Sensitivity: 92db
• Gold Spring Push Terminal Connector
• Depth: 3.9” 100mm
• Speaker Weight: 8.55lbs (3.87kg)
• Dimensions: 15.03” x 9.37” x 3.8” 382 x 238 x 

97 mm
• Cutout: 13.98” x 8.33” 355 x 211.5mm
• Grille Size: 9.35” x 15.02” 237.5 x 381.5mm
• Frequency/Crossover Setting: Full range only
• Power Handling: 5-120W


